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SPECIFICATIONS FOR

5728

MEGA SUDS is a high foaming, premium detergent for car, bus, and truck washing. MEGA SUDS is a
concentrated blend of high foaming biodegradable wetters and detergents, water softeners, anti-redeposition
agents, and corrosion inhibitors designed for optimum cleaning and streak-free rinsing. In addition, MEGA
SUDS is pleasantly lemon scented. MEGA SUDS is concentrated for economy and can be used manually or
in all types of automatic wash systems and equipment. For mega cleaning at mega economy, use MEGA
SUDS.

Use MEGA SUDS in automated vehicle cleaning systems, such as drive-thru's and gantry with brushes, or
by pressure washing either as the main detergent or as a pre-soak.

Appearance................................. Light Amber
pH................................................10 ±.5
Specific Gravity........................... 1.025 - 1.033
Flashpoint....................................None
Dilution........................................ Automatic, 1 gallon per 500 gallons of
                                                     water. Manual, 1-4 ounce per gallon of
                                                     water depending on task.
Foamability.................................. Excellent
Hardwater Tolerance...................Yes
Biodegradable............................. Yes
Phosphate-Free...........................Yes
Storage Stability.......................... Excellent, 1 year under normal conditions
Freeze-Thaw Stability..................Will freeze - usable after thawing with no

change in performance. Agitate after

John-Henry Enterprises, Inc.     2813 Richland Ave.     Metairie, LA    70002       Phone (504) 888-8989     Fax 504-888-0955

55 gallon, JBC4721
6 gallon pail, JBC5920

HMIS RATINGS

PACKAGING

Brush wash: Dilute 1-2 oz. per gallon of water. Tunnel pre-soak: Dilute 2-4 oz. per gallon of water. Automatic
Gantry: Dilute 1 gal. per 500 gallons of water. Pressure washing: Dilute via downstream injector at a 15:1
ratio (9:1), or if applied under full pressure, at 25:1.


